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INPUTS

8 ANALOGUE
INPUTS

DC HIGH CURRENT

4 25A
OUTPUTS

DC LOW CURRENT

12 10A
OUTPUTS

BATTERY
- +

(+) OR (-) SWITCHING, 
0-32V, 0-1000Ω,

4-20MA SENSORS

Specifications

Output Channels High 4 x 25A
Output Channels Low 12 x 10A Dimmable
Analogue Inputs 8 x Analogue Inputs: Positive or Negative Switching,

0-32 Volt, 0-1000 Ohm Resistance & 4-20mA Current
Additional Monitoring 1x Volt Sense on Main Positive Stud
Circuit Protection ATC Fuse with Fuse tripped & fuse in bypass alarms
NMEA2000 PGN Output Fluid Level, Pressure, Temperature, Battery Volts
Connectors Deutsch DTP and DT
Maximum Continuous Current 150A @ 40°C (104°F) - derating above 40°C (104°F)
Power Supply M8 (5/16") Stud Positive, M6 (1/4") Negative
Voltage 9-32V (with Power Available LED)
Power Consumption Operating (All Channels On) = 100mA @ 13.2V

Operating (All Channels Off ) = 75mA @ 13.2V
Circuit Bypass Mechanical Protection/Bypass All Output Channels
Bilge Pump Circuits 4 x Channels High: Integrated manual control & pump 

running detection
Ingress Protection IPx5 (mounted at 0°, +/-90°)
Communication NMEA 2000
Weight 1.9KG
Certification CE, ABYC, NMEA, ISO8846/SAEJ1171 Ignition Protected

Basic System




